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Please read the instructions carefully before using

LED Flood Light
(full control)
LX-LED4015



2

1. After opening the package, remove all accessories from the box and take out the

lamp from the box, place it on a level surface for easy operation. First, check if all

items are complete? Then carefully inspect the entire lamp for any damage. If there is

any damage, please contact our company promptly.

2.AC power supply: check whether the local power supply meets the rated voltage

requirements of the product.

3. This product is suitable for indoor and outdoor working environment.

4. When installing and locating the lamp, do not install the lamp directly on the

surface of ordinary combustible material.

5. Qualified professionals may carry out the installation, operation and maintenance of

lamps;

6. When the lamp fails, stop using the lamp immediately. Do not try to repair it

yourself. Contact the nearest authorized technical assistance center. If the parts are

damaged, always use the same type of parts to replace them.

 Safety note
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7. Do not touch any wires during operation, which may be dangerous to electric shock.

8. Ensure that the ambient temperature of the lamp is not more than 40℃ at the

highest and not more than-20℃ at the lowest.

9. Under stable heat dissipation conditions, the maximum temperature of the lamp

housing can reach 70℃. Do not touch it with your hand.

10. The lamp is designed according to the type of electric shock protection. The lamp

should be connected with the power supply system that has sufficient grounding, and

the earth wire of the lamp must be in contact with the earth wire of the power supply

system. The earth wire marking port of the metal shell of the lamp should be firmly

connected to the lamp stand.

Do not use power cords with damaged insulation, and do not connect power cords to

other wires. When the lamp is not in use or being cleaned, remove the power cord plug

by hand, do not pull or drag the power cord forcefully.

12. There are no parts for user maintenance inside this lamp. Before starting to operate

the lamp, please check whether all the shells are installed and the screws are reliably

tightened. The lamp is not allowed to be used when the shell is open.

Note: Before installing, repairing and cleaning the lamp, please make sure that the

power line has been cut off!
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 LED4015S Lamp body

 Power: 600W 
 Light Source : LED 40×15W RGBW 4IN1 
 Beam Angle : 25° 
 λ: R: 622, G: 523, B: 462 W: 5000K 
 Opening angle: 20° to 25°;
 LED lifespan : 50,000 H 
 Strobe frequency : 1-25Hz 
 0-100% smooth dimming function 
 Control: DMX512,Sound-actived,Master/slave 
 Channel code: 6/9/13/21/25 CH 
 Power socket: Seetronic True1 input & output 
 Signal: Waterproof 3pins DMX input & output 
 Aluminum body;
 LCD display with menu; 2.7-pin signal connections: 3 or 5 DMX input/output pins;
 DMX signal protocol;
 Input/output power connections;
 Power supply voltage and frequency: 100 V to 240 V / 50/60 Hz;
 Protection level: IP65 
 Cabinet material: Die-cast aluminum + iron 
 Dielectric strength : 1.5KV 
 Insulation resistance : ＞２MΩ 
 Size: 423*145*315mm；9.4 kg
 Includes operator's manual.
 Accessories:
 OMEGA adapter;
 Handcuff clip;
 Safety lanyard;
 AC power cord with standard 20A input/output IP65 plug;
 Signal cable with DMX input/output IP65 terminals.
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 DMX, signal line 1

 Enter one power cable

 Product manual 1 copy

 product features

 container loading list
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1． Illustration section:

A. function key

B. additional key

C. Reducing key

D. Confirm button

A B C D

Operation: Press function key A to cycle through different functions, press key B or C to modify its
parameter value. Press key D to confirm.

1、 Four digital key pad operation instructions

orde
r

numb
er

menu Menu function explain

1 d001
DMX512 Address code

setting
001

Press the up and down
keys to adjust the address
code, press the OK key
to save.

2 r255
Red light brightness

adjustment
255

Adjust the brightness of
the red light by pressing
the up and down keys,
and press the confirm
key to save.

3 G 255
Green light brightness

adjustment
255

Adjust the brightness of
the green light by
pressing the up and down
keys, and press the
confirm key to save.

 Display menu
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4 b255
Blue light brightness

adjustment
255

Adjust the brightness of
the blue light by pressing
the up and down keys,
and press the confirm
key to save.

5 H255
White light brightness

adjustment
255

Adjust the brightness of
the white light with the
up and down keys, and
press the confirm key to
save.

6 P r01 Built-in program Settings
01

Select the built-in
program by pressing the
up and down keys, and
press the OK key to save
it.

7 S P01
Built-in program speed

setting
16

Select the built-in
program speed by
pressing the up and down
keys, and press the OK
key to save.

8 AUTO Self-driving
Select with up and down
keys, and press the OK
key to save.

9 DP-0/1 Screen wipe selection
Select with up and down
keys, and press the OK
key to save.

10 DISP Display reverse display
selection

Press the up and down
keys to select positive
display and reverse
display.

11 T25 Display of lamp bead
operating temperature

Displays the current
operating temperature of
the lamp.
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9 Channel mode
order
number function explain
Channel 1 General

dimming
R, G, B, W total dimming, linear dimming, from dark to
bright

Channel 2 stroboflash (0-255) Flash from slow to fast.
Channel 3 Red aiming Red dimming, linear dimming, from dark to bright
Channel 4 Green aiming Green dimming, linear dimming, from dark to bright
Channel 5 Blue aiming Blue dimming, linear dimming, from dark to bright
Channel 6 White aiming White dimming, linear dimming, from dark to bright
Channel 7 colour mixture (0-255) Color mixing combination.
Channel 8 Built-in

programs
(0-20) No function; greater than 20, the built-in program is
evenly distributed.

Channel 9 Built-in program
speed

The upward speed slows down from 0 to 255, and the
maximum speed is 0.

After power-on, the power supply of the control console is connected. When the

DMX512 control console signal is not received, the display screen flashes; when the

DMX512 control console signal is received, the display screen changes from flashing

to constant brightness, and the control console signal is controlled at this time.

In the state of address code 0 01, after multi-machine connection, if there is no

control console, the master-slave online function can be realized. One of the devices in

the operation can follow the host to synchronize the program under the state of address

code 0 01, and the DMX512 signal must be cut off when the master-slave online

function is realized.
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1. Except for human damage and natural disasters

2. If the product is used under normal conditions during the warranty period, the

customer can enjoy free repair service by presenting the arranty and valid purchase

documents (or copies) according to the contents of this warranty clause.

3. During the warranty period, the following situations will be subject to paid

maintenance services.

1）Unable to show valid warranty card;

2）There are omissions, alterations and trade sales names on the warranty card;

3）Faults and damages caused by force majeure.

4）Faults and damages caused by transportation and handling;

5）Faults or damages caused by failure to follow the instructions;

6）Fault damage caused by disassembly, repair or modification of products without

authorization from manufacturers or by non-professionals.

7）Fault caused by the use of a lost and not replaced control system that is not

recognized or provided by the factory.

4. Keep the warranty card properly


