
 

产 品 保 修 卡 
WARRATY CARD 

 

[保修服务] 

Warranty service  

   尊敬的用户,首先感谢您对本系列产品的信赖,选用.阁下如果在您使

用过程中发现本产品质量有什么问题时,请填好”产品故障”一栏,并加盖单位

公章生效寄回,本将竭诚为您服务 

Dear customer,thank you fo trusting and choosing us seriesproducts.If 
you find any quality problems during the use,please describe the troule(s) 
in “product trouble description”And sent this card back to us after 
stamping , We shall serve you sicerely. 

 

销售商(Distributor): 

联系人(Contact): 

电话(Tel): 

传真(Fax): 

产品故障说明(Product trouble description) 

 

产品名称 

(product) 

产品型号 

(Product 
mode) 

生产日期 

(Date prodtion) 

用户购买日 

(date of prochase) 

 

 

   



 

 
 

 

LED 4*100W COB 
Waterproof Blinder Light 

 

 

 

 
 

PLEASE READ THIS CAREFULLY BEFORE USE 

(使用前请仔细阅读说明书) 

      
 
 
 
 
 



 

1.Graphic part： 
              

                                  A．Function Key 

                                             B．Add Key 

                                             C．Minus Key 

        A    B   C   D                      D．Enter Key 

                                             E．LED Display Window                        

The operating instructions:according to the function keys A will cycle out eight different function effect, 

digital tube top two number represents the current in the function(see table)function.After two number 

represents the function in the address or speed,parameters.According to B or C key can change the 

parameters,press D key confirmation. 

2.LED Display Window Function CRT(All of the selected press again according to the function D key 

confirmation) 

Number display Function Explain 

NO.

1 

A001 eight channels address(001-512)B.C add minus address 

NO.

2 

D001 eight channels address(001-512)B.C add minus address 

NO.

3 

CC00 Seven channels address(01-99)B.C modify jump to change speed 

NO.

4 

CP00 Seven color gradient(01-99)B.C gradient to change speed 

NO.

5 

DE00 Seven color combination change 

NO.

6 

BEBE Seven color sonic change 

NO.

7 

R220 Choosing colors red,B.C modify choice 

NO.

8 

G220 Choosing colors green,B.C modify choice 

NO.

9 

B220 Choosing colors blue,B.C modify choice 

NO.

10 

W220 Choosing colors white,B.C modify choice 

NO.1

1 

-ON-   /   

-OFF 

  Display   -ON-   /   -OFF 

 



 

3．DMX 512 Channels Explain A001  8CH 

channelsnumber Function Explain 

NO.1 
Total 

dimming 
RGBW total dimming,from dark to bright 

NO.2 
W1 

Dimming 
W1 Dimming,from dark to bright 

NO.3 
W2 

Dimming 
W2 Dimming,from dark to bright 

NO.4 
W3 

Dimming 
W3 Dimming,from dark to bright 

NO.5 
W4 

Dimming 
W4 Dimming,from dark to bright 

NO.6 
Total 

strobe 
RGBW total strobe,from slow to fast 

NO.7 
Function 

choose 

0—50：DMX8channels controller；51－100：jump；101—150：

gradient；151—200：pulse change；201—255：sound controll 

NO.8 
Function 

speed 
Function speed,from slow to fast 

 

4．DMX 512 Channels Explain D001  4CH 

channelsnumber Function Explain 

NO.1 W1 Dimming W1 Dimming,from dark to bright 

NO.2 W2 Dimming W2 Dimming,from dark to bright 

NO.3 W3 Dimming W3 Dimming,from dark to bright 

NO.4 W4 Dimming W4 Dimming,from dark to bright 

7．Function Features： 

  

    

 

 

 

 

 

 

 

 

 

 

Operation is very simple,user-friendly design,dimming flicker,jitter and so on.Can be adapted to 

photography,television and other demanding applications on the lighting.

Voltage: AC100-240V,50/60HZ 
Power: 400W 
Light source life: 50,000 hours 
Light source: 4*100W high brightness LED 
DMX Channel: 2/6/12 channel 
Control mode: DMX512, RDM, master-slave and sound activated and auto 
operation. 
Color temperature: 1800K-3200K
Four light sources can be independently controlled and dimmed. 
Beam angle: 62°; 
Illumination: 365 LX at 5 meters
Aluminum body; LCD display with menu; 
Signal connection: 5-pin XLR DMX input/output; DMX signal protocol, RDM; 
Minimum protection rating : (IP) 65
Weight: 10.5 kg; 
Include an operator's manual. 
Strobe: 0-30Hz 
DMX connector: 5-Pin XLR DMX input and output. 
IP Rate : IP65
POWERCON input/output power connection; 


